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AMENDMENTS TO Ttffi CLAIMS 

1. (Currently Amended) A signage retrofit fit kit for a vending machine, comprising: 

ft sign having a front side for fonning an exterior surface of the vending machine and 
being visible to a cu&lomer of the vending machine and a rear side for facing the vending 
machine, the sign being attachable to a front portion of Qie vending machine and having at 
least one window portion through which an item located on ihe rear side of the sign can be 
viewed from the front side of the sign, the window portion being spaced ^part from a product 
identification window of a selection panel of the vending machine and having a size greater 
than a size of the selection panel product identification window; and 

a holder constrocted and airanged to be attached solely t o the rear side of the sign and 
supported solelv ea^felv by the sign, the holder also constructed and ananged to hold a remote 
product identifier such that the remote product identifier is viewable from the front side 
through the window pordon of the sign, the remote product identifier also having a size greater 
than the size of the selection panel product identification window. 

2. (Previously PrBj>ented) The signage retrofit kit of claim 1 , wherein the holder comprises: 

a backing plate attachable to the rear side of the sign, the remote product identifier 
being positionable between the sign and the backing plate, 

3. (Original) The signage retrofit kit of claim 2, wherein the holder further comprises: 
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a spacing memb&r positionable betweea the rear side of the sign and ihe backing plaie 
to space tlie backing plate away from the rear side and provide a channel for retaining the 
remote product identifier 

4. (Original) Tbc signage retrofit kit of claim 3» wherein the spacing member is generally u- 
shaped, 

5. (Qinently Amended) The signage retrofit kit of claim 34, wherein die backing plate 
and spacing member are attached to the rear side of the sign with adhesive. 

6. (Original) The signage retrofit kit of claun 5, wherein the spacing member is constructed 
of foam and is adhesively coated on both sides to attach to both the rear side of the sign and to 
the backing plate. 

7. (Original) The signage retrofit kit of claim 1 , wherein the sign includes a plurality of 
window portions and the holder is in the form of a lattice having a plurality of openings and 
attachable to the rear side of die sign so that the ploraliQr of openings align with the plural!^ of 
window pordons. 

8- (Original) The signage retrofit kit of claim 1, wherein the number of window portions is 
equal to the number of [nxxhict selection buttons of the vending machine and a remote product 
identifier associated with each window portion is identified with one of the product selection 
buttons. 
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9. (Original) The signage retrofit kit of claim 8, wbencji) a graphic identifier is associated 
with each window portion to visnaUy link a remote product identifier also associated with that 
window portion with a corresponding graphic identifier associated with one of the product 
selection buttons. 

10. (Original) The signage reirofic kit of claim 9, wherein graphic identifiers are selected from 
the group of numbers, letters and images. 

1 1 . (Original) The signage retrofit kit of claim 10, wherein the holder comprises a plurality of 
fasteners for attaching a plurality of remote product identifiers to the holder for viewing 
through the window portions. 

12. (Original) The sign^e retrofit kit of claim 1 1, wherein the sign further includes at least 
one advertising window portion separate £rom the other window portions through which an 
advertising item located on the rear side of the sign can be viewed from the front side of the 
sign. 

13. (Original) The signage retrofit kit of claun 1, wherein the sign further includes at least one 
advertising window portion separate from the other window portions through which an 
advertising item located on the rear side of the sign can be viewed from the front side of the 
sign. 
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14. (Original) The signage retrofit kii of claim 1 , wherein the window portion is a generally 
transparent portion of the sign. 

15. (Original) Tlie signage retrofit kit of claim 1, wherein the window portion is a cut out 
portion of the sign backed one at least one side of the sign by a generally transparent member 
attached to the sign. 

16. (Original) The signage retrofit kit of claim 1, wherein che remote product identifier is 
positioned so as to be illuminated by existing lighting of the vending machine. 

1 7. (Previously Presented) The signage retrofit kit of claim i, wherein the holder 
accommodates a plurality of remote product identifieis» the kit further comprising: 

a plurality of switches attached to the sign, each associated with a remote product 
identifier and operatively coiinectable to existing circuitry of the vending machine such that 
manipulation of a switch can trigger a vend cycle for a product associated with the associated 
remote product identifier. 

1 8. (Previously Presented) The signage tecrofit kit of claim 17, wherein the switches are 
operable to trigger a vend cycle instead of existing product selection buttons of the selection 
panel of the vending machine. 
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19. (Previously Presented) The signage retrofit Mt of claim 17, wherein the switches are 
operable to trigger a vend cycle in addition to existing product selection buttons of the 
selection panel of the vending machine. 

20. (Previously Presented) The signage retrofit kit of claim 17» wherein each switch is 
operable by touching a portion of the sign associated with the associated remote product 
identifier. 

21 - (Previously Presented) The signage retrofit kit of claim 17, wherein each switch is 
selected from the group of membrane switches, magnetic effect switches, Hall-effeci switcties 
and optical switches. 

22. (Previously Presented) The signage retrofit kit of claim 17, wherein each switch 
includes an electrical connection lead for operatively connecting to the existing circuitry of the 
vending machine. 

23. (Previously Presented) The signage retrofit kit of claim 17, wherein the sign replaces 
graphics associated with the selection panel of the vending machine. 

24. (Previously Presented) The signage retrofit kit of claim 17, wherein the sign replaces 
graphics associated with at least one selection pane! window or selection panel button of the 
vending machine. 
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25- (Previously Presented) The signage reirofit kit of claim 1 7, wherein the sign replaces 
graphics associated with a plurality of selection panel windows or selection panel buttons of 
the vending machine. 

26. (Previously Presented) The signage retrofit kit of claim 1 7, wherein the sign replaces 
graphics associaicd with a plurality of selection panel windows and selection panel buttons of 
the vending machine. 

27. (Previously Presented) The signage retrofit kit of claim 17, wherein each switch is 
attached to a circuit board attached to the sign. 

28. (Previously Presented) The signage retrofit kit of claim 1 , and further coiuprismg at least 
one lighting source attached to the sign and connectable to existing vending machine circuitry 
to provide additional machine lighdng. 

29. (Previously Presented) The signage retrofit kit of claim 1, and further comprising at least 
one sound generating source attached to the sign and connectable to existing vending machine 
circuitry to generate additional machine sound. 

30. (Previously Presented) A signage retrofit fit kit for a vending machine, comprising: 

a sign having a front side visible by a customer of the vending machine and a rear side 

facing the vending machine, the sign being attachable to a front portion of the vending machine 

and having at least one window portion through which an item located on the rear side of the 
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sign can be viewed from the front side of the sign, tlie window poition being spaced apart fifom 
a product identification window of a selection panel of the vending machine and having a size 
greater than a size of the selection panel product identification window; and 

a holder constructed and arranged to be positioned on the real' side of the sign, the 
holder also constructed and arranged to hold a remote product identifier such that the remote 
product identifier is viewable from the front side throu^ Uie window portion of the sign, the 
remote product identifier also having a size greater than the size of the selection panel product 
identification window; 

wherein the liolder comprises; 

a backing plate attachable to the rear side of the sign, the remote product 

identifier being positionable between the sign and the backing plate; 

a spacing member positionable betvi^een the rear side of the sign and the backing 

plate to space the backing plate away from Oie rear side and provide a channel for 

retaining the remote product identifier; 

wherein the backing plate and spacing member are attached to the rear side of 

the sign with adhesive. 

3 1 • (Previously Presented) The signage retrofit kit of claim 30, wherein the spacing member 
is constructed of foam and is adhesively coated on both sides to attach to both die rear side of 
the sign and to the backing plate. . 
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32. (New) A Signage retrofit fit kit for a vending machine, comprising: 

a sign having a front side visible by a customer of the vending machine and a rear side 
facing the vending machine, the sign being attachable to a front portion of the vending machine 
and having a plurality of window portions through which items located on the rear side of the 
sign can be viewed from die front side of ihe sign, the window portions being spaced apart 
from positions of product identification windows of an original selection panel of the vending 
machine and having sizes greater than sizes of the original selection panel product 
identification windows; and 

a holder constructed and arranged to be positioned on the rear side of the sign, the 
holder also constructed and arranged to hold a remote product identifier such thai the remote 
product identifier is viewable from the front side through one of the wmdow portions of the 
sign, the remote product identifier also having a size greater than the size of each of the 
original selection panel product identification windows;. 

wherein the holder comprises: 

a backing plate attachable to the rear side of the sign, the remote product 

identifier being positionable between the sign and the backing plaie; 

a spacing member positionable between the rear side of the sign and the backing 

plale to space the backing plate away from the rear side and provide a channel for 

retaining the remote product identifier; 

wherein the backing plate and spacing member are attached to the rear side of 

the sign with adhesive; 

and further including a plurality of remote product idendfier$, each visible to the 

customer through a corresponding window portion. 
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33. (New) The signage retrofit IdC of claim 32, wheiein the spacing member is constmcted 
of foam and is adhefsively coated on both sides to attach to both the rear aide of the sign and to 
the backing plate. 

34, (New) The signage retrofit kit of claim 32. the kit further comprising: 

a plurality of switches attached to the sign, each associated with a remote product 
identifier and operatively connectable to existing Circuitry of the vending machine such diat 
manipulation of a switch can trigger a vend cycle for a product associated with the associated 
remote product identifier. 
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